Technical Specifications

Parametrs

WBC,LY# MD#,GR#,LY %,MD%,GR%,RBC,HGB,HCT,
MCV,MCH,MCHC,RDW-SD,RDW-CV,PLT,MPV,PDW,PCT
P-LCR and histogram for WBC,RBC,PLT

Performance

Parameter Linearity Range Precision(CV%)
WBC(10°L) 0.0-99.9 2.5(7.0-15.0)
RBC(10%/L) 0.0-9.99 2.0(3.50-6.00)
HGB(g/L) 0-300 2.0(110-180)
MCV(fL) 40.0-150.0 1.0(80.0-110.0)
PLT(10%L) 0-999 5.0(200-500)
Throughput

60 samples per hour

Sampler Volume
Whole Blood 10pL Or Capillary 20pL
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Dimension

440mm(H) X 350mm(W)
X 440mm(D)
Weight

21kg
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Method

Electrical Impedance With Flow Cytometry
Colorimetry hamoglobin determination
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Cell Signal 1 Cell Signal 7

Dual Sheath Flow Call System and
Intelligent Sample Treatment System
- Dual sheath flow system reduces the
velocity gap between sheath flow and
blood cells, ensuring a more stable signal.

8 inch touch screen
- High resolution
- User--friendly software
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Communication
-4USB, COM, LIS
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3 Types :
Rl 20L Diluent, 10 L clean, 0.5 L Lyse
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Prediluted
- Prdiluted reagent function
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